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SWIMMING POOL FILTER

STANDARD FEATURES:
• Patented Upflow Cartridge Design
• Electropolished 304L SS Finish
• Certified to ANSI / NSF 50 Standards
• Convenient 3 Cartridge Cluster Design
Utilizes 510 FT2 of Filtration Area

• 3” NPT Connection
• Max. Operating Pressure: 50 psi
• Hex Nut Closure
• EPDM Rim Gasket Lid Seal
• Attractively Priced
• COAT Option Available for Seawater

Applications

FILTER BENEFITS
• No bypass during servicing
• No air entrapment during operation
• 100% of the filter area (media) is used 100%

of the time.
• Easy to clean inside during serviceilng
• Electro-polished for improved corrosion resistance
• Easy cartridge removal for cleaning or replacement
• Less time to replace cartridges
• Easy to install
• Large capacity at a minimum of space
• Less time to service filter
• Safety
• Lower capital costs

Harmsco® BetterFilter® swimming pool filters provide
sparkling clean water and save energy and space.
The BetterFilter® BF510 is constructed of low carbon
T-304L (optional T-316L) stainless steel, electropolished
to deliver a ten-year, pro-rated warranty.
Harmsco® filters install quickly and easily, require no
costly waste disposal systems, and come ready for use
with Harmsco’s reusable cartridges for maximum
operating performance and a long service life.
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Model No. Maximum 
Flow Rate

Max .
Private Pool

Max NSF
Public Pool

Filter
Area

Filter
Height

Floor Space
Req’d

Pipe Size
Inlet/Outlet

Pipe Size
Drain

Service Ht.
Clearance

Approx.
Shipping Wt.

BF510 190 GPM 183,600 gal 68,850 gal 510 sq.ft. 48” 24” x 24” 3”  NPT 1-1/2” NPT 88” 200 lbs.

Filter Specifications
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* Curve data developed using new cartridge with clean water.

* As cartridge loads do not exceed the maximum head loss of 25 - 30 psi differential pressure.

BF510 Performance Curve *
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